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Abstract:  
This paper presents an experimental study on the dynamic progressive collapse behavior of planar 
trusses. A specially designed member-breaking device has been invented to ‘break’ a predefined 
structural member suddenly, particularly a diagonal member in the experiments. Videogrammetric 
technique was adopted to obtain the full field 3D displacement of the remaining structure, and 
strain instrumentation was carefully used to monitor the internal forces of all members. In 
association with the experiments, finite-element simulations of the test trusses have also been 
performed, with extended analysis on the effect of removal of members at different locations. 
Experimental results in conjunction with the numerical analysis have shown that: (1) the truss with 
directly welded joints (specimen truss-WJ) was able to quickly regain balance upon member loss, 
and the load-redistributing capacity was provided mainly through catenary action developed in the 
bottom chord; (2) the truss with pinned joints (truss-PJ) behaved almost identically to truss-WJ, 
suggesting that when computational models of truss structures need to be developed to obtain 
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structural responses under a collapse scenario, pinned-joints with continuous chord could be 
assumed; (3) the truss with rigid joints (truss-RJ) experienced progressive buckling of three 
diagonal members and was damaged severely, indicating a detrimental influence of excessive joint 
stiffness on the collapse resistance of trusses.  
Keywords:  





Building structures may be subjected to man-made (by accident or act of terrorism) or natural 
hazards, causing local failure such as loss of one or more load-carrying members. As a result, a 
progressive collapse of the entire structure may be triggered. American Society of Civil Engineers 
(ASCE) Standard 7 defines progressive collapse as “the spread of an initial local failure from 
element to element resulting eventually in the collapse of an entire structure or a 
disproportionately large part of it” [1].  
Since the destruction of the Alfred P. Murrah Federal Building in 1995 [2] and the collapse of 
the World Trade Center towers in 2001 [3], the engineering community, including codes and 
standards development organizations, public regulatory agencies and research institutions, has 
been paying significant attention to the performance of buildings subjected to damage from 
abnormal events. A large number of studies have been conducted, including experimental studies 
[4-8] and numerical investigations [9-13]. Based on these studies, structural robustness assessment 
methods have been proposed [14-19], and codes and guidelines for design against progressive 
collapse of structures have also been released or updated [1, 20-23]. However, up to date, most of 
the studies have focused on the collapse resistance mechanism of frame structures, whereas 
relevant information on space structures, especially on large-span roofing systems, is very limited. 
Space structures can have a number of types and forms, and the load-carrying mechanisms rely 
heavily on the structural shapes. This is very different from frame structures, and thus the potential 
collapse resistance mechanism of the space structures can be different from that of the frame 
structures. The rule of the key members which may be ‘removed’ due to the accidental load can 
also be different between normal building frames and space structures. Moreover, space structures 
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are usually constructed as important public buildings capable of accommodating a large number of 
people. Collapse of these structures will cause significant casualties and substantial property 
losses. Hence, the progressive collapse mechanism of space structures is also an important subject, 
and considering the sparse data currently available, there is an urgent demand for studies on this 
front.  
Truss is one of the most commonly used forms of large-span roofing systems. Available 
studies on progressive collapse performance of this type of space structures were mainly carried 
out employing the Alternate Path Method, in which a load-bearing element was instantaneously 
removed to evaluate the general integrity of a structure and its capacity in redistributing the loads 
following severe local damage. Studies conducted by Murtha-Smith et al. [24], Malla et al. [25] 
and Jiang et al. [26] have shown that although truss structures usually have a large degree of 
redundancy, progressive collapse could occur following the loss of one of the critical members. 
However, all of the above studies were conducted through finite-element analysis, whereas 
experimental studies were few. Physical tests are necessary to directly reflect the nonlinear 
behavior of space structures in collapse scenarios and provide benchmark data for the validation of 
finite-element models.  
In practical engineering applications of tubular trusses or traditional trusses constructed from 
profile steel members, partially rigid joints (e.g. by welding) are usually adopted. But when a 
calculation model needs to be developed to obtain the structural response, engineers often assume 
idealized pinned or rigid joints, as shown in Fig. 1, instead of considering the partial-rigid 
characteristic of the truss joint because the latter is more computationally expensive. The 
adequacy of the idealizations for progressive collapse design should also be examined from the 
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structural analysis point of view. In a pinned-joint model, the chords may be treated as 
discontinuous at joints (see Fig. 1(a)) when there is no external load over the chord members or 
otherwise continuous (see Fig. 1(b)). However, when analyzing a progressive collapse scenario, 
the pinned-joint model with a discontinuous chord would not be appropriate in any case because it 
overlooks the resistance provided by the bending moment in the actual continuous chord and thus 
underestimates the collapse resistance of the overall structure. An idealization with rigid joints 
and/or pinned joints with continuous chord may need to be adopted in a progressive collapse 
analysis of truss structures with welded joints, but the extent to which such modelling idealization 
may affect the accuracy of the analysis need to be evaluated based on experimental evidences.  
This paper presents a comprehensive experimental study on the dynamic progressive collapse 
resistance of planar trusses, which constitute a basic form of large-span space trusses. Three 
reduced-size planar Warren trusses have been tested under a sudden loss (removal) of a diagonal 
member. The three tested trusses had the same geometric and material properties but different 
types of joints, and they were subjected to identical applied loading conditions. The first truss 
(referred as specimen truss-WJ) was a typical tubular truss with welded joints. The other two 
trusses, referred as specimen truss-PJ and truss-RJ, had specially-designed joint connectors which 
enabled the diagonal members to connect to the continuous chords in perfectly pinned (-PJ) or 
rigid (-RJ) fashion, respectively. By comparing the three cases, the collapse resisting mechanisms 
of the practical welded-joint truss can be revealed, and the influence of the joint stiffness on the 
progressive collapse resistance of a truss structure can also be studied. Furthermore, the 
experiment and the associated analysis contribute to establishing a library of benchmark models of 
space structural systems for future numerical and parametric studies. 
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2. Test program   
2.1 Specimens 
Three tested trusses were carefully prepared and tested. The first specimen, truss-WJ, was a 
typical planar Warren truss with directly-welded joints and was designed according to Chinese 
Code for design of steel structures (GB50017) [27]. As shown in Fig. 2, the truss had a span of 4.0 
m and a height of 0.45 m. The top chord (TC), bottom chord (BC) and diagonal members (DM) 
were constructed using DIN2391 St.35 steel pipes. The cross-sections and mechanical properties 
are shown in Table 1. The diagonal members were directly welded to the top and bottom chords. 
The two edge supports (SJ1 and SJ2) were made as fixed pins with full horizontal restraints. It 
should be noted that in practice the horizontal stiffness provided by the supports may vary 
depending on specific construction detailing. Using fixed-pin supports without horizontal degree 
of freedom were adopted to represent an upper bound pinned-support condition for the trusses. 
Recognizing that different behavior may be observed if the horizontal restraining conditions are 
changed, this effect may need further studies, but this is not within the scope of this study. 
The second and the third specimens, i.e. truss-PJ and truss-RJ, had the same geometric and 
material properties as those of truss-WJ; but instead of using directly welded joints in truss-WJ, 
specially designed pinned joint connectors and rigid joint connectors were adopted for Truss-PJ 
and truss-RJ, respectively, as shown in Fig. 3. The pinned joint connector (see Fig. 3(a)) was 
comprised of four precisely machined parts:  
a: a top steel block whose bottom was machined with a half-cylinder groove with the same 
diameter as the chord member;  
b: a bottom steel block whose top was machined with an identical half-cylinder groove and 
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bottom was machined with a lug plate;  
c: two steel sleeves with ear plates on top; and  
d: two pins that connected the steel sleeves to the lug plate of bottom steel block.  
When truss-PJ was constructed, the chords were clamped by the steel blocks through welding 
and bolts, and each diagonal member was extended into the steel sleeve with welding at the 
interface. In this way, each diagonal member was connected to the chord allowing free rotation 
around the pin, i.e. the in-plane rotational degree of freedom was released. For truss-RJ, the rigid 
joint connector (see Fig. 3(b)) was similar to the pinned joint connector except that there was no 
lug plate in the bottom steel block, nor ear plates existed in the steel sleeve; the steel sleeve was 
directly welded to the bottom surface of the bottom steel block. The welding was sufficiently 
strong such that no relative translational and rotational movement was allowed between the steel 
sleeve and the bottom steel block. Meanwhile, in order to apply a point load at each top chord 
joint (the detailed procedure will be elaborated subsequently), two vertical holes were machined in 
the steel blocks of each top chord joint connector. For truss-WJ, because it had no joint connectors, 
one extra top steel block was welded onto the top surface of the top chord at each joint location for 
carrying the applied point load, as shown in Fig. 3 (c). 
Each tested truss was subjected to static loading before the sudden member removal. The 
amount of the applied static load was determined according to the design roof loads. Truss-WJ 
was designed as one piece of planar truss unit in a roof system with 1.25 m spacing between 
adjacent planar truss units. The roof system had a uniformly distributed roof load of 1.59 kPa, 
including 0.84 kPa dead load and 0.75 kPa live load, thus for truss-WJ, 1.0 kN point load was 
applied on each edge top chord joint (TJ1 and TJ5), and 2.0 kN point load was applied on each 
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middle top chord joint (TJ2, TJ3 and TJ4). For truss-PJ and truss-RJ, their self-weights were 
different from truss-WJ because heavier joint connectors were adopted, hence, slightly reduced 
joint loads were applied on these two trusses to ensure all the tested trusses were under the same 
static loading condition. Each point load was applied by means of weights (iron plates) through a 
pair of hanger rods, which were attached to each top chord joint connector by threading through 
the holes in the steel blocks.  
2.2 Initial damage replication 
Progressive collapse of building structures is triggered by local damage which normally 
occurs suddenly causing dynamic action, therefore, it is preferable to start a dynamic progressive 
collapse test by suddenly removing a key structural member. For large-span structures such as 
trusses, there is no codified recommendation on which member to be removed in an Alternate Path 
Method analysis, and according to the basic concept of the Alternate Path Method, the removed 
member could be any structural member. In this study, a diagonal member, namely DM2, was 
chosen as the removed member in all the three tests. This choice was made for the following 
reasons: a) removing one of the inner diagonal members would create a collapse scenario 
involving significant rotation at the truss joints due to the creation of an unstable parallelogram 
grid, thus the influence of joint stiffness could be observed more clearly, and b) under static 
loading, the internal force in DM2 was found to be the largest among all the inner diagonal 
members, hence its removal could generate the largest unbalanced force. 
Members can be removed in several ways, but in general, a good initial damage replication 
method should have the following characteristics: a) the method must not change the static 
behavior of the specimens before the member removal; b) members are removed in a rapid fashion 
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to well capture the dynamic feature of an instantaneous member loss; c) the method should exhibit 
consistent performance to facilitate direct comparisons of different tests; d) to make the 
experimental program a benchmark, the method would be preferred if it generates no extra 
dynamic impact energy into the remaining structure, in other words, the members being removed 
should carry no initial kinetic energy.  
To satisfy the above requirements, a mechanical member-breaking device was proposed and 
adopted in this study (Fig. 4). The basic idea of using this device is as follows. Before the test, the 
middle part of the target member to be removed is deliberately cut, and the gap is then ‘repaired’ 
by using the member-breaking device to join the two parts together, thus this member can be 
considered as ‘intact’ with this device is in place but is re-broken when the device is taken off. To 
realize this idea, the member-breaking device was designed to consist of five parts, as shown in 
Fig. 4(a), namely:  
a: two steel cylinders with trapezoid grooving, each welded to one part of the broken member 
(see Fig. 4(b));  
b: a scissors-type clamper; the inner surface of its head was also trapezoid-grooved and thus 
could interlock with the grooved steel cylinders to join the two parts of the broken member 
together (see Fig. 4(b));  
c: two electromagnets fixed to the tail plates of the scissors-type clamper, to provide the 
required clamping force at the clamper head through lever action when power is on (see Fig. 4(c));  
d: pre-compression springs between the tail plates of the scissors-type clamper, to help 
accelerate the release-opening of the clamper as soon as the power to the electromagnets is 
switched off;  
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e: pre-tension springs attached at one tail plate of the scissors-type clamper (note: only one 
plate, otherwise the clamper shall not open), and these springs help drag the clamper away 
immediately after its release so as to ensure a complete disengagement of the member being 
removed (see Fig. 4(d)).  
During the test preparation, the electromagnets were kept powered off to avoid overheating, 
and a protection clamp was used to install the device on the removed member, as shown in Fig. 
4(e). 
The applied electromagnet attraction should be large enough to provide a sufficient clamping 
force at the scissors-type clamper head and thus to ensure complete interlocking between the 
clamper head and the grooved steel cylinders. The minimum required electromagnet attraction 
may be calculated as: 
2 cot
       
1＋lT N M
L d
                                    ( 1 ) 
where, T is the minimum electromagnet attraction required, N and M are the axial force and 
bending moment of the removed member; l and L are the distance from the axis of rotation to the 
center of the clamper head and electromagnets, respectively, as shown in Fig. 4(c); θ is the sloped 
angle of the trapezoid grooving, d is the distance between the center of trapezoid grooving and the 
center of the un-grooved part, as shown in Fig. 4(b).  
2.3 Test setup 
Fig. 5 shows the entire test setup. Each tested truss was pin-supported on two reaction frames 
of which the bases were anchored to a strong floor of the test facility. The height of the reaction 
frame was 1.6 m, providing sufficient space for large deflection of the tested truss under the 
collapse scenario. Meanwhile, in order to ensure that the tested truss only deformed in the vertical 
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plane (which can be true as planar truss was normally braced by purlins in a truss roofing system), 
a pair of plexiglass plates was placed on both sides of the tested truss; each plexiglass plate was 
installed on a rectangular frame that was fixed to the top surface of the reaction frames and braced 
by two triangular frames at both points of trisection. The plexiglass plates were transparent, thus 
they did not obstruct the experimental observation and the truss displacement measurement by 
means of the videogrammetric technique, which will be presented later. Vertical plexiglass 
stiffening ribs were attached on the outer surface of the plexiglass plates to increase their lateral 
stiffness. 
2.4 Instrumentation 
During the collapse process of a structure, its geometrical shape usually changes rapidly. 
Traditional transducers through contact (e.g. linear potentiometers [4], displacement gauges [5, 
28], linearity variable differential transducers (LVDTs) [6], and accelerometers [29]) are difficult 
to be used effectively in such large deformation scenarios [30]. In this study, videogrammetric 
technique was adopted for a full field measurement of structural dynamic deformation in the 3D 
domain. Videogrammetric technique uses high-speed cameras at an image rate of at least several 
hundred frames per second and has been successfully adopted in several existing experimental 
studies on structural progressive collapse [30-32].  
In this study, black rectangular targets with a white circular in the center were adopted as 
tracking targets and control points. Tracking targets were attached to all truss joints and to the 
mid-length of all members. Control points were distributed on control network frames which were 
temporarily constructed around the tested truss, as shown in Fig. 6. Three synchronized 
high-speed CMOS cameras (Basler ACA 2040-180KM), whose resolution was 2048 pixels ×2048 
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pixels, were placed in front of the tested truss to capture the image sequences of the tested truss 
and control network frames. The camera rate was set as 180 frames per second. Through 
videogrammetric image sequence processing, the tracking targets and control points can be 
identified and tracked in mass image sequences, and their 3D coordinates in each image can be 
accurately calculated [26]. In the current laboratory condition with desirable lighting and a clear 
background, the absolute error of less than 1 mm was achieved. 
As the internal force in the structural members also changes rapidly along with the change of 
structural geometrical shape, full field dynamic strain responses were collected by a strain data 
acquisition system (DH3820) with a sampling frequency of 100 Hz. The strain measurement 
locations included mid-length areas of all members, and other potential large bending moment 
locations according to a preliminary analysis of the response; these included both ends of 
members TC1~TC2 and BC1~BC2 in all the three trusses, and both ends of W1~W4 in truss-RJ 
and truss-WJ. At each location, three strain gauges were attached along the direction of the 
member length, and the three strain gauges were arranged at equal distance around the 
circumference of the cross-section (i.e. with a 120o angle between lines connecting the strain 
gauges to the center of the member cross-section). Based on these three strain gauges, the axial 
force and both in-plane and out-of-plane bending moments could be explicitly calculated. 
Meanwhile, in order to double-check whether 100 Hz was high enough to track the 
high-frequency strain response, the strain of the members around the removed member was 
additionally collected via another data acquisition device (DH5922) with a high sampling 
frequency of 10000 Hz.  
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3. Test results  
3.1 Performance of the member-breaking device 
The performance of the member-breaking device adopted in this study was evaluated first. As 
shown in Fig. 7(a), before member removal, the members at symmetric locations of truss-WJ had 
almost identical axial internal forces (as represented by the averaged strains at the mid-length of 
members) under the symmetric static load. This confirmed that the insertion of the device 
effectively maintained the static behavior of the “intact” test trusses. Similar symmetric force 
distributions were also observed in other two test trusses (not shown here).  
Upon triggering the member removal, it took only 0.06 seconds for the internal force of the 
removed member to totally vanish, as shown in Fig. 7(b). On the other hand, the basic natural 
vibration periods of truss-PJ and truss-RJ with DM2 removed were analyzed using a 
finite-element model, and it was found that these periods were 0.95 s and 0.61 s, respectively. For 
truss-WJ, because the stiffness of joints was between that in truss-PJ and truss-RJ, the basic 
natural vibration period with DM2 removed should be between 0.95s and 0.61s. The general 
guideline [20] requires that in a dynamic progressive collapse analysis of frame structures the 
member removal should be within a time period that is no more than 1/10 of the period associated 
with the structural response mode after the element removal. Therefore, the member-removal 
processes in all three tests were sufficiently rapid.  
Furthermore, the axial force reduction condition of the removed member DM2 (based on 
averaged strains) in all three tests followed almost the same trend, indicating that this device had 
stable and consistent performance in removing members. No evident fluctuations occurred in the 
strain curves of DM2 when the baseline was reduced to zero, indicating that there was no 
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unwanted extra kinetic energy input into the remaining structure. To summarize, the 
member-breaking device was effective and exhibited a reliable and consistent performance for 
dynamic progressive collapse tests. 
3.2 Strain data acquisition and sampling frequencies 
Fig. 8 presents the strain responses collected by strain gauge A, which was the strain gauge 
installed on the top surface of a member, for members DM3 and TC1 in truss-WJ. Two sets of the 
time history curves are included, using two different sampling frequencies of 100 Hz and 10000 
Hz, respectively. The internal forces of these two members had high frequency dynamic effects 
because they were located adjacent to the removed member DM2, and such effect was picked up 
in the strain data sampled at 10000 Hz. However, the high frequency fluctuation was apparently 
caused by the member self-vibration and had relatively small amplitude. As far as the main 
dynamic strain responses are concerned, it can be concluded that a sampling frequency of 100 Hz 
was sufficient for this experimental program. Therefore, all the strain data presented in the 
following discussions are based on the sampling frequency of 100 Hz unless stated otherwise. 
3.3 Truss-WJ 
Upon the removal of DM2, truss-WJ started to deform immediately. Taking the time when 
the removal of DM2 started as time zero (the discussions for the other tests also followed this 
definition), the remaining structure regained balance at about 0.46 s. As shown in Fig. 9, the initial 
local damage did not spread and was limited within the parallelogram grid enclosing DM2. The 
largest vertical displacement, about 265 mm, was found at BJ1 (refer to Fig. 2 for the locations). 
Generally speaking, the removal of a key member would cause a significant disruption of the 
equilibrium of forces at both local and global levels. Locally, unbalanced forces are generated at 
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the joints at both ends of the removed member; the process of achieving a new equilibrium of 
forces at these joints is defined as “Local Internal Force Redistribution” in this paper. Globally, the 
force flow of the overall structure has to be re-established to bridge over the initial local damage 
to transfer the external loads to the supports with the altered the load-transfer path of the structure; 
this process is defined as “Global Internal Force Redistribution” in this paper. For any structure 
subjected to an initial local member failure, these two types of internal force redistribution have to 
be well accommodated by the remaining structure, otherwise progressive collapse will occur. It 
should be noted that if rebalance is eventually achieved then equilibrium must be achieved at both 
local and global levels; nevertheless, introducing the above “local” and “global” internal force 
redistribution definitions facilitates better description of the transient processes following the 
member removal.  
For truss-WJ, local internal force redistribution took place at TJ1 and BJ1 after the removal 
of DM2, as shown in Fig. 9. Taking TJ1 for example, before DM2 was removed, the applied point 
load at TJ1 was carried by the vertical components of the resultant force of the compressive force 
in DM1 and the tensile force in DM2. The balanced state was disrupted as soon as DM2 was 
removed. At this moment, the original vertical component of the compressive force in DM1 was 
too large for the applied load at TJ1 to balance. Hence, to regain force equilibrium at TJ1, the 
compressive force in DM1 decreased quickly along with the disappearance of the tensile force in 
DM2, as shown in Fig. 10. Therefore, the local internal force redistribution mechanism in this 
truss was realized through self-adjustment of the internal forces in the adjacent members to regain 
local force equilibrium at the immediately affected joints. 
The global internal force redistribution in this truss was a relatively more complex process. 
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The vertical components of the internal forces in the diagonal members provided vertical 
resistance for the external load to be transferred to the supports. Hence, after DM2 was removed, 
there was no vertical resistance at the location where DM2 was originally located. An alternative 
path was provided to help transfer the external load at joints TJ2 to TJ5 to the left support SJ1, a 
mechanism corresponding to a global internal force redistribution (see Fig. 9). This process could 
be subdivided into four stages as shown in Fig. 11, in which, “+” and “-” in the legend represents 
strain on the top and bottom surface of a member, respectively, which were calculated by three 
strain gauges through the Plane Section Remains Plane Assumption. Stage I began when the 
vertical load transfer path at DM2 was completely interrupted at 0.06 s. Because there was no 
obvious deformation yet at this moment, the vertical load resistance was provided by the shear 
forces in horizontal chords TC1 and BC1, and bending moment also developed in both members. 
However, after 0.12 s (Stage II: 0.12 s to 0.31 s), BJ1 moved downwards rapidly along with the 
ongoing deformation of the remaining structure, and concurrently BC1 was tilted and elongated. 
Tension action started to dominate in BC1, and in the subsequent response the vertical component 
of such tension action provided the vertical load resistance. This is the well-known “Catenary 
Action” mechanism. In the present case with truss-WJ, the resistance offered by the catenary 
action was determined not only by the tensile force but also by the tilting angle, as expressed by 
Eq. 2. 
catenary v sin  V T T                                                         (2) 
where Vcatenary is the vertical load resistance provided by catenary action; T and Tv are tensile force 




Therefore, despite that the tensile force in BC1 had reached its maximum value of about 
18.45 kN (1500 με in tubular section ∅20×1) at 0.18 s, its vertical component was still relatively 
small because the tilting angle of BC1 was only about 8º (the vertical displacement of BJ1 was 
120 mm) at this moment. The shear force in TC1 had to maintain its contribution in providing the 
vertical load-carrying resistance and thus the value stayed almost constant during this step.  
Stage III began at about 0.31s when the tilting angle of BC1 reached 16.7º (the vertical 
displacement of BJ1 was 234 mm). The vertical load resistance provided by the catenary action 
became significant enough, allowing the shear force in TC1 to decrease and finally vanished at 
0.46 s. At this moment (the beginning of Stage IV), tensile force in BC1 was about 10.09 kN (820 
με), and its vertical component was about 3.34 kN with a tilting angle as large as 19º. This force 
value was quite close to half of the total applied point loads at TJ2 to TJ5 (total load was 7.0 kN), 
indicating that the axial force in BC1 alone provided an alternative path for the external load to be 
transferred to the left support. The catenary action became stabilized from then onwards, and the 
remaining structure regained balance.  
Under this balanced configuration, the sub-structure on the right-hand side of DM2 remained 
undamaged, as shown in Fig. 9. This sub-structure still behaved as a typical Warren truss, where 
the top chord (TC4) was under compression, the bottom chord (BC4 and BC5) was under tension, 
and axial force with opposite signs existed in adjacent diagonal members (DM8 and DM9), as 
shown in Fig. 12 (a). Furthermore, increased tensile force was observed in all the bottom chord 
members with a similar trend, as shown in Fig. 12(b), and this indicates that the catenary action is 
a global mechanism and requires the participation of the whole bottom chord. Fig. 12(b) also 
shows that among all the bottom chord members, the tensile strain in BC3 was evidently larger 
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than in the other members and exceeded the effective measuring range of the strain gauge used 
(about 20,000 με). This is because that in a typical Warren truss, such as the sub-structure on the 
right-hand side of DM2 as discussed above, the largest tensile force exists in the middle bottom 
chord. Therefore, BC3, which was the middle bottom chord member of the undamaged 
sub-structure, could be regarded as the “key element” in developing the catenary action and in turn 
preventing the remaining structure from progressive collapse; if failure occurred in this critical 
member, the catenary action that help develop the formation of the alternative path will not be 
formed.  
3.4 Truss-PJ 
After the removal of DM2, the remaining structure of truss-PJ survived with a re-balanced 
state at about 0.44 s. As shown in Fig. 13(a), the balanced configuration was very similar to that of 
truss-WJ. In addition, these two tested trusses shared a similar collapse-resistance mechanism: the 
compressive force in DM1 reduced to accommodate a local force equilibrium at TJ1 (Fig. 13(b)); 
the shear force in TC1 and BC1 first helped transfer the external load at TJ2~TJ5 to the left 
support, and then catenary action developed over the bottom chord (Fig. 13(c)-(d)); BC3 was also 
the key element in preventing the remaining structure from progressive collapse, where the tensile 
force in this member was significantly larger than the others. Other load redistribution 
mechanisms, which were found to be similar to those of truss-WJ, were not repeated here. 
3.5 Truss-RJ 
Truss-RJ was found to behave differently from the other two specimens. After DM2 was 
removed, the remaining structure started to deform downwards. At 0.41 s, the diagonal member 
DM3 buckled suddenly, followed by the buckling of DM5 and DM4 at 0.67 s and 0.87 s, 
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respectively. The top chord joint TJ2, which was originally supported by DM3 and DM4, started 
to fall rapidly after both of these two diagonal members buckled and then hit the bottom chord 
BC2 at 1.17 s. After that, the remaining structure became stabilized thanks to the catenary action, 
which was developed along the bottom chord similar to the cases of truss-WJ and truss-PJ. 
However, the entire left part of truss-RJ was damaged severely due to successive failure of three 
diagonal members (Fig. 14).  
Because of the successive buckling of the three diagonal members, both local and global 
internal force redistributions were interrupted, as shown in Fig. 15. For the process of local 
internal force redistribution, as soon as DM2 was removed, the compressive force in DM1 
decreased towards achieving a force equilibrium at TJ1, a mechanism which was the same as 
truss-WJ. However, this process was terminated by the buckling of DM3, and DM1 was bended 
due to the subsequent downward movement of TJ2. Meanwhile, the buckling of the diagonal 
members generated unbalanced forces at TJ2 and TJ3 as well, and as a result local internal force 
redistribution had to be achieved at more joints. For example, the compressive force in DM6 
increased as soon as DM5 buckled to provide vertical load resistance for TJ3 (see Fig. 15).  
With regard to the process of global internal force redistribution in truss-RJ, at the beginning, 
the combined action of shear force in TC1 and the catenary action in BC1 tended to provide an 
alternate path for the external load at TJ2~TJ5 to be transferred to the left support SJ1, a 
mechanism which was the same as truss-WJ. But the buckling of DM3 and the other two diagonal 
members caused transient unloading of the tensile force in the bottom chord, hence catenary 
action had not been stabilized in the next 0.5s. In this circumstance, the shear force in TC1 had to 
keep its contribution in providing the vertical load resistance; the temporary unloading at around 
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0.7 s was due to the rapid downward movement of TJ2. The catenary action developed in the 
bottom chord was finally stabilized after TJ2 dropped onto the bottom chord, and as a result the 
remaining structure was prevented from further deformation.  
Across the three tested trusses, on the surface there appeared to be no complete 
whole-structure collapse occurring. However, comparing to truss-WJ and truss-PJ which regained 
a balanced state with all the remaining members generally stayed intact, truss-RJ underwent 
sequential failure in several other diagonal members, leading to severe distortion – effectively 
partial collapse in the entire left half – of the structure. Therefore it is reasonable to conclude that 
truss-RJ actually reached a progressive collapse state. 
4. Influence of joint stiffness and discussion  
4.1 Detrimental influence of excessive joint stiffness 
Since different responses were observed for the tested trusses with identical geometry 
properties and external loading condition, it is reasonable to postulate that the joint stiffness has 
important influence on the collapse resistance of planar trusses. The balanced configurations of the 
remaining structures of all the three tested trusses are shown in Fig. 16, which were obtained by 
3D laser scanner. Among the three specimens, truss-RJ with the highest joint stiffness was the 
only one that experienced collapse, as discussed above. This observation appears to contradict the 
general understanding that stronger and stiffer joints are beneficial for redundancy and thus for the 
collapse resistance. 
To investigate this phenomenon, a comparison of the strain response in DM1, TC1 and BC1 
in the three tests is presented in Fig. 17. These members have been demonstrated to be the most 
important ones in achieving local and global internal force redistributions. It can be noticed that 
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the members in different tested trusses behaved similarly before 0.41 s, at which moment buckling 
of DM3 occurred in truss-RJ, indicating that the mechanisms of the local and global internal force 
redistributions and the associated deformation modes in all the three trusses were similar by that 
stage. Clearly, the significant difference in the subsequent behavior between truss-RJ and the other 
tested trusses was primarily attributable to the buckling of DM3 at 0.41 s. 
Fig. 18 shows the strain responses in DM3 for the three trusses. The compressive force in 
DM3 of truss-WJ was no larger than that in the other tested trusses by the time of 0.41 s. However, 
the bending moment at the member end of DM3 was totally different. In truss-PJ, there was no 
bending moment at the diagonal member ends. In truss-WJ where the joints were partially rigid, 
the bending strain was about 1400 με. In contrast, in truss-RJ with perfectly rigid joints, the 
bending strain was up to 5600 με. Such a large bending moment reduced the buckling strength of 
DM3 considerably and caused its buckling to occur, and this in turn resulted in the progressive 
collapse of the whole structure. From this point of view, the diagonal member adjacent to the 
removed member DM2, in this case DM3, should also be regarded as a “key element” whose 
failure might cause the severe damage to the remaining structure. 
A further explanation on why large bending moment occurred at the ends of the diagonal 
members in the truss with rigid joints, when subjected to the sudden loss of a diagonal member, is 
given herein. As schematically demonstrated in Fig. 19, after a diagonal member AD was removed, 
the parallelogram grid ABCD was bound to distort because the bottom chord CD was elongated 
due to the catenary action developed to provide the alternate load-transferring path. Hence, 
bending moment was generated at both ends of the diagonal member BD in truss-RJ with rigid 
joints, whereas the bending moment was released in truss-PJ with pinned joints.  
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Considering that the catenary action usually leads to significant deformation of the overall 
structure and thus the distortion of the truss grids, it may be reasonable to postulate that in terms 
of the progressive collapse resistance the joints of a truss need not be made too stiff or rigid. 
Otherwise, significant bending moment could develop at the ends of the diagonal members, 
leading to early buckling and consequently the progressive collapse of the whole truss structure.  
From the test of truss-WJ, marked rotation at joint BJ1 was observed, and the angle between 
members DM2 and DM3 was reduced by 15o. This indicated that the stiffness of the directly 
welded tubular joint was less significant under the collapse scenario. As such, the catenary action 
developed well in this truss and no local buckling occurred, and this helped avoid the progressive 
collapse.  
At this juncture, it is worth noting that in practical engineering applications joint 
strengthening measures such as stiffening plates and chord enhancement are sometimes adopted to 
increase the strength of a joint. The current finding raises a question that these measures may 
compromise the rotational capacity of the joint and thus may in turn reduce the collapse resistance 
of the whole structure. 
4.2 On the assumption of joints in simplified truss analysis model 
As previously discussed in Section 1, when a calculation model needs to be developed to 
obtain the progressive collapse resistance of a truss with welded joints, the joints may be assumed 
as idealized rigid joints or idealized pinned joints with a continuous chord. Both assumptions may 
be regarded as suitable under normal loading conditions. However, according to the performance 
comparison between truss-RJ and truss-WJ discussed above, in a collapse scenario the diagonal 
members in a rigid-joint model could end up with easier buckling than that in the actual 
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welded-joint truss. Hence, the two assumptions mentioned above could yield very different 
collapse resistance predictions.  
For truss-PJ (a pinned-joint truss with continuous chord), it exhibited the same 
collapse-resistance mechanism and a very similar balanced configuration (see Fig. 16) as 
compared with truss-WJ (a welded-joint truss). The strain responses in the most critical members, 
including the members that were responsible for the local and global internal force redistribution 
(DM1, TC1 and BC1, see Fig. 17) and DM3 that tended to buckle first to cause structural collapse 
(see Fig. 18), were also very close between these two trusses. It should be noted that for the strain 
in BC3 which was also regarded as a key element in developing the catenary action, its peak value 
in truss-WJ exceeded the measuring range of the strain gauges (20,000με herein), while in truss-PJ 
its peak value was just about 12,500με (see Fig. 12(b) and Fig. 13(d)). Although these absolute 
strains were quite different, they were both in advanced yield regions; moreover the difference of 
the tensile forces within BC3 in these two tested trusses was very limited as both magnitudes of 
the strains were in the hardening stage of the mild steel material. Based on the force equilibrium 
calculations at BJ2, the difference of the tensile force was only 3%. The above results tend to 
suggest that a pinned-joint model in conjunction with a continuous chord could reasonably 
represent the primary response of a welded-joint truss in the analysis of a progressive collapse 
scenario, thus simplifying the modelling effort for a welded-joint truss considerably. Of course the 
extent to which such a simplification approach may be applied for different types of truss 
structures would require further study.  
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5. Finite-element investigations 
5.1 FE modelling considerations 
Finite element analysis has been conducted to assist in the interpretation of the experimental 
results and perform further numerical investigations. For the purpose of the present paper, the FE 
analysis of truss-PJ and truss-RJ, which need not involve very detailed continuum FE model, is 
described in this section.  
These FE models are developed in commercial FE package ABAQUS [33]. The truss 
members are modeled with two-node linear space beam elements (element type “B31”) with pipe 
cross-section, and the material is modeled using a piecewise-linear plasticity model with 
stress-strain curves based on the coupon test data for the experimental truss structures. The joint 
connectors are modeled with B31 elements with a rectangular cross-section or a circular 
cross-section, where elastic material model is adopted. The connecting methods between the 
diagonal members and joint connectors are different for two models. All degrees of freedom are 
constrained in the truss-RJ model, while the in-plane rotational degree of freedom is released in 
the truss-PJ model. The point loads are modeled with lumped masses. In order to be consistent 
with the experiment, the out-of-plane translational and rotational degrees of freedom are fully 
restrained at all the joints. Moreover, hard contacts between the joint connectors and the opposite 
chord members are specified to prevent the joint connectors from passing through the chord 
members. 
For the analysis of each test, an implicit time integration (ABAQUS/Standard) analysis is 
performed first to obtain the static initial condition of the intact truss. The deformed mesh of the 
truss model and its associated material state is then imported into the explicit time integration 
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solver ABAQUS/Explicit. To simulate the removal of member DM2, the truss model is modified 
with DM2 removed from the mesh but its original internal forces retained. The internal forces are 
then deactivated within 0.06 s, following the force reduction curves measured from the experiment 
as shown in Fig. 7, to start the dynamic progressive collapse analysis. 
5.2 Model validation and comparative results 
After the removal of DM2, the FE model of truss-PJ regains a balance with notable vertical 
deflection. Comparisons between the FE results and the experimental measurements of several 
important structural responses relating to the catenary action development, including the vertical 
displacement of BJ1 and the strain responses in BC1, are presented in Fig. 20. Good agreement is 
observed between the FE and the experimental results, indicating that the FE model is sufficiently 
accurate in representing the dynamic response and the collapse-resisting mechanism of the tested 
truss. 
The FE model of truss-RJ experiences successive buckling of diagonal members, which is 
identical to the experimental observation. As shown in Fig. 21, both the sequence of diagonal 
member buckling and the final shape of the remaining structure are well predicted by the FE 
analysis. This again confirms that FE analysis can provide an effective way for progressive 
collapse study of truss structures and the model can be applied in extended numerical studies.  
5.3 Structural responses under different member-loss scenarios 
Having verified the FE models and the analysis procedures, in this section we examine the 
influence of varying member removal scenarios, as well as the influence of the joint stiffness.  
The FE model of truss-PJ is adopted as the reference case to represent both pinned and 
welded joint cases. Fig. 22a shows the deformed structure following a sudden removal of another 
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diagonal member, herein DM5. Similarly to the tests of truss-PJ and truss-WJ, the remaining 
structure regains a balance through the catenary action developed along the bottom chord, which 
is characterized by a remarkable overall deflection and large tensile strain in the bottom chord. 
When initial local failure occurs at a top chord member such as TC2, as shown in Fig. 22b, the 
catenary action developed along the bottom chord again helps the remaining structure achieve a 
re-balance state. Therefore, an intact bottom chord is crucial in resisting progressive collapse of 
trusses. This can also be demonstrated by removing one of the bottom chord members. As shown 
in Fig. 22c, truss-PJ collapses after a sudden failure of BC1 as no catenary action can be 
developed in the incomplete bottom chord.  
When subjected to the same local failure as in truss-PJ, the truss with rigid joints (truss-RJ) 
performs differently for most scenarios. Excessive joint stiffness limits the deformability at the 
joints, as previously discussed, such that the buckling of nearby diagonal members is observed 
following the sudden removal of a diagonal member or a top chord member, as shown in Fig. 23a 
and 23b. The above result provides further evidence suggesting the potential detrimental influence 
of excessive joint stiffness on the collapse resistance of trusses. When the local failure occurs at 
the bottom chord member, the remaining structure performs similarly to truss-PJ, as shown in Fig. 
23c.  
6. Conclusions 
This paper presented an experimental study on the dynamic progressive collapse of trusses. A 
dynamic testing apparatus for the progressive collapse test of truss structures was developed, and 
three planar trusses were tested. One diagonal member in each tested truss was suddenly removed 
by a member-breaking device, which was invented to break a predefined structural member 
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suddenly. Videogrammetric technique and strain instrumentation were employed to monitor the 
global and local deformations of the remaining structure and the redistribution of internal forces. 
In conjunction with the experiment, finite-element simulations of the tests were also performed to 
assist in the interpretation and confirmation of the experimental observations. The following main 
conclusions may be drawn:  
(1) The member-breaking device proved to work effectively in simulating a sudden loss of a 
load-carrying member in a progressive collapse test scenario. The design of the device may be 
extended to the experiment of other types of structures. 
(2) To assist in the analysis of the processes involved in the progressive collapse resistance 
mechanisms, the concept of local and global internal force redistributions in the remaining 
structure was put forward, where the former refers to the process of achieving a new force 
equilibrium state at joints at both ends of the removed member, and the latter refers to the process 
of redistributing the force flow of the remaining structure to provide alternate path for the external 
loads to be transferred to the supports.  
(3) The truss with directly welded joints (truss-WJ) was capable of regaining a balanced state 
very quickly (in less than 0.5s herein) after the removal of the designated diagonal member (DM2). 
The initial local member failure did not spread, and was confined within the parallelogram grid 
that enclosed the failed member. With the afore-mentioned local and global force redistribution 
concept, it was found that for truss-WJ, the local internal force redistribution was achieved 
through re-adapting the internal forces among the members which shared the same joint as the 
failed member, while the global internal force redistribution was completed mainly through the 
catenary action developed along the bottom chord.  
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(4) Truss-PJ (with pinned joints) behaved almost identically to truss-WJ. This observation is 
also significant in terms of modelling typical welded-joint truss structures, so that the welded 
joints may be simplified into pinned-joints in conjunction with the assumption of a continuous 
chord for the progressive collapse analysis of this type of trusses. 
(5) For the truss with rigid joints (truss-RJ), however, successive buckling of adjacent 
diagonal members occurred after the removal of DM2. The buckling of these members 
significantly weakened the structural capacity of redistributing loads, leading to severe damage of 
the entire left part of the remaining structure. The tested truss did not totally collapse thanks to the 
catenary action developed in the bottom chord; however the large deformation state indicated that 
a progressive collapse had effectively occurred. Such behavior in the rigid-jointed truss tends to 
suggest that employing very stiff or rigid joints in a truss could adversely affect the structural 
resistance against progressive collapse. 
(6) The above experimental observations are generally confirmed by the finite element 
analysis. The FE model and the numerical analysis scheme can be applied in extended numerical 
study of progressive collapse of truss structures of different configurations.  
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TC 25 1.5   300 409 0.26 
BC 20 1   305 418 0.26 
DM 14 1   278 415 0.35 
a Fracture strain is based on proportional coupon gauge length of 05.65 S , where 0S = orginal 





(a)             (b)             (c) 
Fig. 1. Simplified joint assumption in truss model. (a) pinned joint with discontinuous chord; (b) 
pinned joint with continuous chord; (c) rigid joint 
 
 









Fig. 3. Joint construction details. (a) pinned joint connector in truss-PJ; (b) rigid joint connector in 
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Fig. 7. Performance of the member-breaking device. (a) averaged strains at the mid-length of all 
members in truss-WJ when statically loaded; (b) averaged strains in DM2 of all three test 
trusses. 
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Fig. 10 Local internal force redistribution at joint TJ1 in truss-WJ 
  






































Fig. 11 Global internal force redistribution of truss-WJ 
 
(a)     
(b)    
Fig. 12. Structural behavior of truss-WJ after local failure. (a) strain in TC4, DM8 and DM9; (b) 
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(a)     
(b)     
(c)     
 d)     
Fig. 13. Test results of truss-PJ. (a) balanced configuration; (b) local internal force redistribution 
at TJ1; (c) global internal force redistribution; (d) tensile strain in different bottom chords. 
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Fig. 19 Bending moment is generated in truss with rigid joints when the catenary action 
developed. 
 
(a)     
(b)     
Fig. 20. Comparison of test and FE results of truss-PJ. (a) vertical displacement of BJ1; (b) strain 
responses in BC1. 
 











































Fig. 21. Behavior of truss-RJ predicted by FE models. 
 
   
(a)                       (b)                        (c) 
Fig. 22 Behaviors of truss-PJ subjected to initial failure at different locations. (a) DM5; (b) TC2; 
(c) BC1. 
 
   
(a)                       (b)                        (c) 
Fig. 23 Behaviors of truss-RJ subjected to initial failure at different locations. (a) DM5; (b) TC2; 
(c) BC1. 
 
